X-Lite 3.0 Setup

Hardware Requirements.

» Sound card with MIC input
* Microphone

» Speakers / Headset

* VoIP account

X-Lite 3.0

Direct Downloacdhttp://www.counterpath.com/x-lite.html

Official Guidehttp://www.counterpath.com/assets/files/191/X-Lite3JserGuide.pdf

Before proceeding with installation please make seryou have your VolP setup
email ready.

Once the installation is complete you will be preed with the window below.

SIP Accounts "

| Enabled Domain Username Display Mame

Close

1. Check “enabled”
2. Click on Add

You will then be presented with the window below.




Properties of Accountl ﬁ

Account | Woicemail ]Tﬂpﬂlng.',rl Presence] Advanced |

User Details

Display Mame | Your Name |
Uzer name | SIP Mumber |
Password (TIIIIL] |
Authorization user name | SIF Mumber |
Comiain | sipl.exetel.com.au |

Domain Proxy
[¥] Register with domain and receive incoming calls
Send outbound via:

() domain

(7 proxy Address | |

@) target domain

Dialing plan | #1'\a'a.T;match=1;prestrip=2;

l oK H Cancel || Apply

All the settings are provided in the setup emddape enter them all in as they are above.

1. Display Name SIP Number
2. Username SIP Number
3. Password Account Password Supplied in Email
4. Authorization Username SIP Number

5. Domain (Check email to confirm) sipl.exetel.cam
Click on Apply.

You should now see the account added on the scaseshown below.



If it says “ready” on the softphone it means youénauccessfully set up the software.
You can now proceed to make calls.



